L3
N
F F 5.k ® Z(Clemson) ~ & 1 4242 4

iRy
3 W5k M &+ & (Clemson)f= 7 B4 32

m#a»"—: 5‘3—;1\ iF ps 1@ ?ﬂ;

(13 %]

LW T f 1 % s k448 ) sz 2 2 (2015) 0 B RA7 g
Ao REFREHRF L 470 35§ %5 102-TDBOOL -

2.
A

CEEY R BMETIRLETT ZIRBERE2022) 2k 1
”}?l’]—fﬂ@]“’(’}f}-\g‘i%"i’l \4 B Ao

[Fi%]

1. Chiang and Taaffe (2012), Analysis of Conveyance System Use in
Airport Concourses, Journal of Transportation Engineering.

2. Chiang and Taaffe (2014), Analysis of Passenger Flow in Airport
Terminal, The Tenth International Conference on Intelligent
Information Hiding and Multimedia Signal Processing.

3.xtme ~ Beva (2016) 0 S p B AWM R Y FAL Y 0 ¢
3 Eﬂ@ﬁ%l& g o

4, irma ~ FiEiE (2019) 0 WHFHUE R L AT A2y UFE
Bﬂ“%ﬁ%i*%: SUE P FIAIE AI3 25 6] 0 P EARERE 4 -

5. 1% ~ EHER (2019) 0 8302 R 1 TR A T E 2 4EE g
IR ZBF NP A s bl ¥ EARERF §



